
www.goupil-industrie.eu*according to the batter y

For the vehic le , refer to the chassis sheet
Maximum payload on the deck from 500 up to 700 kg*

Aluminium deck
Lifted by hydraulic cylinder. Safety device : no return valve and safety stand in upper position
3 dropsides deck

TIPPER

E L E C T R I C U T I L I T Y  V E H I C L E

Cage Canvas on cage Electr ic water ing
and spraying system 

Electr ic
high pressure c leaner

OPTIONS

IOO% electric

Og of CO 2/km

SPECIFICATIONS

IOO%
Og of CO



TIPPER

Wide t ipper 1,25m usable width

Goupil Industrie - Route de Villeneuve - 47190 BOURRAN - FRANCE - T"l. +33 (0)5 53 79 39 39 - Fax +33 (0)5 53 79 30 40
sales@goupil-industrie.com - www.goupil-industrie.eu

DIMENSIONS

Shor t  vers ion
G3-S

Long vers ion
G3-L

Vehic le
Length (A) : 3 370 mm

Lengthtipped (D) : 3 510 mm
Heigth tipped (E) : 2 130 mm

Vehic le
Length (A) : 3 870 mm

Lengthtipped (D) : 4 010 mm
Heigth tipped (E) : 2 410 mm

Tipper
Usable length (B) : 1 865 mm
Usable width (C) : 1 035 mm

Super#cy : 1,93 m2

Tipper
Usable length (B): 2 365 mm
Usable width (C) : 1 035 mm 

Super#cy : 2,45 m2

Tipper
Usable length (B) : 1 865 mm
Usable width (C) : 1 250 mm 

Super#cy : 2,33 m2

Standard vers ion

Wide vers ion

Tipper
Usable length (B) : 2 365 mm
Usable width (C) : 1 250 mm 

Super#cy : 2,96 m2
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